SYCA M I N Sensor Data Sheet

Dissolved oxygen sensor Model 4000

Artikel-No. 461 4600

Optical Sensor — No Membranes — No Constant Calibration

The optical dissolved oxygen sensor is a unique system that combines advanced electronics with a
solidstate, optical sensor. The system allows for flexible and economical monitoring and control. The DO
sensor does not need membranes, electrolyte, nor routine calibrations and maintenance.

Features

« fluorescence sensor technology

* N0 membranes, no electrolyte

 not damaged by exposure to sunlight

« calibration is factory adjusted

Benefits
* increased accuracy
* easy to use

« reduced maintenance requirements

Technical data

Measuring range

DO — 0 to 25 ppm

Accuracy DO — 1% of reading or ,02 ppm, whichever is greater
Sensivity / Resolution DO — ,01 ppm below 4.00; ,1 ppm above 4,0
Repeatability DO — ,01 ppm

Sensor drift less than 1% per year

Temperature range 0°C to 60°C

Response time

95% in less than 60 seconds

Sensor check

automatic self diagnostics

Outputs

2 0-1 volt (one for ch. 1 — one for temperature or ch. 2)
RS-485 Modbus

Sensor cable length

25 ft (7,6 m) standard, optinal length up to 2000 ft (610 m)

Ambient temperature

-20°C to +70°C

Ambient humidity

0% to 100%

Wetted materials

eyposy, polyurethane, and PVC

Maximum pressure

100 psi = 6,9 bar

Shipping weight

approximately 4 pounds (1,8 kg)
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