
SYCAMIN                 Sensor Data Sheet 

Sycamin GmbH  Lorenz-Von-Stein-Ring 1-5 D-24340 Eckernförde Deutschland     HRB12206 KI ~ DE626641500 
Company offic Boettgerstr.12,20148 Hamburg Tel:+49-40-34999420 Fax:+49-40-3499479  www.sycamin.de

 

pH and temperature sensor      with integrated temperature sensor 

Article-No. 461 5000 flow through 
 
Article-No. 461 5010 dip version, without picture 

 

 

Properties 
• pH-sensor working with ISFET 

(Ion selective field effect transistor)-principle 

• robust ceramics diaphragm 

• calibration 1 times a week to 1 times a month (depending on 

application) 

• regeneration of electrods after 12 to 18 months 

operation time (depending on application) 

• protection class IP67 

• ph probe in submerge version with additional probe protection 

cap 

 

Applications 
• process control (e.g. food and chemical Industry) 

• water monitoring 

• waste water control 

 
Technical data 

 PH Temperature 
Measurement Principle ISFET NTC 
Measuring range pH 1 ... 14 -2°C to +90°C 
Measurement accuracy pH 0.1 0.9°C 
Measurement resolution pH 0.1 0.1 °C 
Measurement interval 1 s 1 s 
Temperature 0°C to +110°C 
Weight 0.23 kg 
Connection ¾`` NPT screw thread; 11-Pin Vario Pin 
Dimensions see technical drawing 
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