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Turbidity probe    compact turbidity probe, submersible (max. 10m) 

Article-No. 461 6725 

 

 

Properties 
• complete probe with 4...20 mA-Output 

• 90°-scatterd light measurement according to DIN EN ISO 7027 

• adjustable measuring range 0-50/100/200/500/1000/2000 FNU 

• high resolution from 0,01 FNU 

• integrated display 

• nano-coated glass, dirt-repellent 

• dynamic compensation of extraneous light 

• factory calibrated, long-term stable 

 

Applications 
• controlling WWT outlet 

• filter controlling 

• sedimenation process 

• cooling water 
 
 
 
 

Technical data  
Principle 90° scattered light according to DIN EN ISO 7027 
Range adjustable: 0 ... 50/100/200/500/1000/2000 FNU 
Accuracy +/-5% measured value and +/-1% FS 
Resolution 0,01 – 1 FNU depends on Measuring range 
Protection class IP68 (max. 10m) 
Material measuring head PVC 
Environmental conditions +0°C bis +45°C 
Cable lenght 6 m 
Power supply 24 V DC; (1,2 W) 

 
dimensions at backside 
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Dimensions 
 
 
 
 
 
 
 
 
 
 
 

  
Mail.webmaster@sycamin.de 


