SYCAMIN

SC486-7000(Cya) on line blue-green algae analyzer is
on line analysis sensor which used for testing the
content of blue-green algae in the measured water.
According to test the specific fluorescence effect of
phycocyanin and phycoerythrin which is in blue green algae,
using specific wavelength high light LED motivate the blue
green algae in sample, the phycocyanin or phycoerythrin
will issue the corresponding fluorescence. The high
sensitivity photoelectric sensor can get the weak
fluorescence signals,then to change it to be blue green
algae concentration value. Sensor use the idea of digital
and intelligent design,can compensate voltage wave by
itself, aging of parts and the change of temperature impact

measurement data. Output standard digital data directly, §
achieving network and system integration without controller. g
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¢ Using high-performance UV LED to be excitation source, luminosity factor is stable ,
long service life

* Using special optical filtering technique, eliminate the effect of environmental light and
other fluorescence to measurement.

¢ Digital sensor , RS485 signal output , anti interference is strong and the distance of transmission is more far

¢ Open communication agreement,can achieve integration and networking with other equipment

¢ Cleaning brush can clean by itself, reduce the maintenance

¢ The operation of probe is easy, support software upgrade online, and convenient for maintenance
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Technische Daten

$C486-7000(Cya)
Blue-green algae(phycocyanin). Blue-green algae(phycoerythrin) .
temperature temperature

Typ S$C486-7000(Cra)

Measurement parameter

Measurement ranges
Accuracy
Repeatability

Zero drift

Range drift
Calibration cycle
Resolution

Turbidity interference
Chlorophyll interference
Clean system
Power-supply
Temperature range
Ingress protection
Power supply
Communication mode
Protocol

Pontrol software
Dimension

Material

(0~20000) cell/mL. (0~200000) cell/mL. (0~2000000) cell/mL

Blue-green algae:s+3% of reading value

Blue-green algae:<2% of reading value

+1%F.S

+1%F.S

6 monthes

Blue-green algae: 200 cell/mL

=15cell/mL

=60cell/mL

Automatic cleaning with Cleaner brush(optional)

12-30 VDC

(0~50)C

IP68

DC24V(18~36V) 40mA

Isolate RS485/232

ModBus /ModBus RTU/SDI-12

Soft’ DigSensor 2.1

Immersion : 207 mm x @51 mm

Stainless steel ( 316L ). POM
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